


QUICK HITGH

—AQuick hitches are used with construction machines to allow the
rapid change of buckets and attachments on the machine. They
remove the need to use hammers to manually drive out and
insert the mounting pins for attachments. They can be used on
excavator, mini excavator, backhoe loader and so on.

Product Name Pin Diameter(MM) Weight(Kg) Applicable Excavator(Ton)

Auto-Lock Manual
Quick Hitch for
Mini Excavator

BUGKETS

—Excavator buckets are designed to optimize

machine performance when digging, load-

ing, carring, leveling, grading and dumping in (Narrow Bucket)  (Standard Bucket) (Wide Mud Bucket) m,t Ditch Bucket)
a variety of applications.

Bucket Type Capacity(CBM) Width(Inch) Weight(Kg) Applicable Excavator(Ton)

Narrow Bucket 0.02 8 35 1.0-3.0
0.03 10" 43 10-3.0

0.03 127 53 10-3.0

Standard Bucket 0.04 15 70 1.0-3.0
0.1 24" 101 3.0-6.0

Wide Mud Bucket 0.1 39 190 3.0-6.0
0.29 47" 298 3.0-6.0

0.55 59" 460 3.0-6.0

Tilt Ditch Bucket O.Ho 28 1 1030
0.48 48" 550 3.0-6.0




" HYDRAULIC HAMMER

—Hydraulic breaker's power source is excavators,loaders or
pumping stations' pressure.lt can break stones and rocks more
effectively in the engineering construction.Selection of hydrau-
lic breaker principle is according to the operation environment
and excavator type.

Tool Dia(") Hose Dia(") Weight(Kg) Applicable Excavator(Ton)

" RIPPER

—Ripper can loose weathered rock, tundra, hard soil, soft rock and
cracked rock layer. it makes digging in hard soil easier and more
productive. The Rock Ripper is a perfect attachment to cut
through hard rock in your work environment.

Product Name Pin Diameter(MM) Weight(Kg) Applicable Excavator(Ton)

30/35

1.0-3.0

SMRO02 40/45/50 60 4.0-7.0
Ripper for mini
i e SMR04 45/50/55 160 5.0-8.0
SMRO06 55/60/65 240 10.0-16.0

SMRO05 70/80 420 16.0-23.0




—Rakes are designed as an |Ideal for land clearing, gathering demo-
lition debris, or sorting material. It can help you clear more land
in less time. Excavator rakes are built for heavy duty use, so they
should not be used for digging or ripping operations.

Product Name Width(inch) Tines ES Weight(Kg) Applicable Excavator(Ton)

Rake for mini
excavators

SGREENING BUGKET

—The screening bucket is generally used for selection, screening
and separation of natural materials, after and before the crush-
ing phase. screening buckets are multifunctional attachments
and are perfect tools for separating materials like construction
and demolition waste, top soil, turf, compost soil and roots.

Capacity Width(MM) Weight(Kg) Applicable Excavator(Ton)

0.04 580 145 1.0-2.0
0.06 580 205 2.0-4.0
0.14 780 385 4.0-6.0

0.3 900 600 7.0-10.0
0.75 1200 1090 12.0-16.0

1.1 1450 1750 18.0-25.0

1.8 1500 2500 28.0-35.0

24 1810 3600 40.0-50.0




" PULVERIZER-or concrote

—It can demolish the concrete reinforcement and steel beam at the
same time, and can flexibly involve, move and arrange the build-
ing debris such as reinforcement, save manpower and improve
efficiency, which can make up for the shortcomings of other
machines in this respect. Noise and vibration can be reduced in
demolition works. And can guarantee high precision in some
demolition or stripping work.

Type Mechanical Rotating Weight(Kg) Applicable Excavator(Ton)

Single Cylinder Optional

Single Cylinder Optional 205 1.5-2.5
Single Cylinder Optional 295 3.04.0
Single Cylinder Optional 360 4.0-6.0

" PULVERIZER-or scran stee

—It can demolish the concrete reinforcement and steel beam at the
same time, and can flexibly involve, move and arrange the build-
ing debris such as reinforcement, save manpower and improve
efficiency, which can make up for the shortcomings of other
machines in this respect. Noise and vibration can be reduced in
demolition works. And can guarantee high precision in some

demolition or stripping work.

Rotate Weight(Kg) Applicable Excavator(Ton)

Single Cylinder Optional

SMS30 Single Cylinder Optional 248 3.0-5.0
SMS50 Single Cylinder Optional 430 4.0-7.0
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Sanha Machinery Tech (Shanghai) Co., Ltd.

Add: No.407, RongXing Road, Shanghai, China.
Tel: 486-21-57773290 E-mail: info@sanhatech.com

Web: www.swtattachments.com
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